
组件 - 塑料
UL 档案号: E507751

Rohm GmbH
Deutsche-Telekom-Allee 9
Darmstadt, 64295 Germany

PLEXIGLAS or ACRYLITE: 6N, 7H (f1), 7N, 8H
Polymethyl Methacrylate (PMMA), pellets

(f1) - Suitable for outdoor use with respect to exposure to Ultraviolet Light, Water Exposure and Immersion in accordance with UL
746C.

NOTE - In the US, EVONIK ROEHM GMBH uses the designation "ACRYLITE or ROHAGLAS" instead of "PLEXIGLAS". In China,
EVONIK ROEHM GMBH uses the designation "PLEXIGLAS or ROHAGLAS" instead of "ACRYLITE".

可燃性 值 测试方法
UL 阻燃等级  

1.5 mm, ALL HB  UL 94
1.5 mm, ALL HB75  IEC 60695-11-10, -20

热性能 值 测试方法
RTI Elec (1.5 mm) 90.0 °C UL 746B
RTI Imp (1.5 mm) 90.0 °C UL 746B
RTI (1.5 mm) 90.0 °C UL 746B

物理性能 值 测试方法
室外适用性 f1  UL 746C
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ANSI/UL 94 小规模测试数据与建筑材料、家具和有关内容不相关。ANSI/UL 94 小规模测试数据仅用于确定成品设备和装置的组
件和部件中所用塑料材料的易燃性，其中组合的可接受性由 UL 确定。
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