TECHNICAL DATA SHEET

POTRIESA
BESTDUR THGA4U /11

PBT special black with 20% glass fibre reinforcement and protected against ultra violet rays (UV).
Is a PBT with good mechanical properties and good stiffness, that also includes a protection against UV,
used in any piece that requires good mechanical properties and / or exposed to external atmospheric agents.

Standard Unit Values
Dry Conditioned
Generals
1ISO 1183 gr/cm3 1,45 -
1ISO 1133 gr /10 min. - -
1ISO 1110 % 0,2 -
SHORE D Points 80 -
- % - -
[
Mechanical Dry Conditioned
1ISO 527 N /mm2 122 -
1ISO 527 % 3 -
1ISO 527 N /mm2 7200 -
23°C1SO 179 Kj/ m2 45 -
-40°C 1ISO 179 Kj/ m2 - -
23°C 1SO 179 Kj/ m2 6 -
-40 °C 1ISO 179 Kj/ m2 - -
Electrical Dry Conditioned
IEC 93 Ohm 10M5 -
IEC 243 Kv /mm 30 -
IEC 112 Kv/ mm - -
Dry Conditioned
0,4NISO75/A °C 210 -
1,8 NISO 75 /A °C 195 -
1ISO 306 °C 215 -
Dry Conditioned
UL-94 - HB -
IEC 695 °C - -
FMV 302 mm / min. <100 -
Triesa Test % 20 -
1ISO 62 % ~0,1 -
YES -
[
Processing
2h- 4h 100 °C
70°C-80°C
245 °C - 260 °C

-This values provided in this data sheet corresponds to our Knowledge. All products must be subjected to in company test by the user before application
-These data may not valid such material used in combination with any other materials or additives or in any process
- UL mesurements are doing in our lab according this norm
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